GENERAL NOTES FOR LOCAL ROADS

ROADWAY TYPICALS l. SUBBASE, SAND CUSHION AND SUBGRADE SHOULD BE CONSTRUCTED AND COMPACTED
TO THE DIMENSIONS SHOWN IN ACCORDANCE WITH VAOT STANDARD SPECIFICATIONS
FOR CONSTRUCTION. WHERE LOCAL ORDINANCES HAVE BEEN ADOPTED RELATIVE TO
ROAD DIMENSIONS AND CONSTRUCTION, THEY SHOULD GOVERN. THE DIMENSIONS
SUGGESTED ARE INTENDED TO BE APPLIED ONLY IN LOW TRAFFIC VOLUME CONDITIONS

ROW (IN ACCORD WITH TOWN REQUIREMENTS)

SR — - 0 - PTSR. (AVERAGE DAILY TRAFFIC LESS THAN 250 VEHICLES PER DAY), AND WHERE HEAVY TRUCK
= "~ RECOMMENDED |~ RECOMMENDED | T -2 TRAFFIC IS INFREQUENT.
. . o 14 2. EXPOSED EARTH SLOPES SHOULD BE SEEDED, FERTILIZED AND MULCHED IN ACCORDANCE
2-00 /. . " " i el - /: MAX. -l ?
o [eake L{ W e 200% | 200 % —» M i e WITH VAOT STANDARD SPECIFICATIONS FOR CONSTRUCTION.
_ - 18’ GRAVEL OVER 1 SUBB
4 N+ ok b ASE OF GRAVEL 2 3. DRAINAGE:
o X 6" SUBBASE
&' SUBBASE LEDGE 6" SAND OVER @ OF GRAVEL ROADWAY - 18" MINIMUM DIAMETER, OF METAL, REINFORCED CONCRETE OR
OF GRAVEL | CLAY OR SILT ORANAGE POLYETHYLENE PIPE, WITH DROP INLETS OR CATCH BASINS, AS REQUIRED.

HYDRAULIC ANALYSIS TO DETERMINE APPROPRIATE PIPE DIAMETER IS

CUL-DE-SAC FOR DEAD END ROADS . TYPICAL - CURBED SECTION WITH 5’ SIDEWALKS RECOMMENDED FOR ALL LIVE STREAM CROSSINGS AND ELSEWHERE WHERE
LARGE STORM FLOWS MAY BE EXPECTED.

DRIVES - 15" MINIMUM DIAMETER, OF METAL, REINFORCED CONCRETE OR
POLYETHYLENE PIPE.

UNDERDRAIN - 6" MINIMUM DIAMETER, OF METAL, PVC PLASTIC OR

o IO'MN. POLYETHYLENE PIPE.
T I Fom CLEAR ZONE
~ S SR g LOCATION, DEPTH AND CONSTRUCTION DETAILS SHOULD FOLLOW PRACTICE SPECIFIED
3 VARES _ 12" & 2" ‘ BY LOCAL ORDINANCE OR THE VAOT STANDARD SPECIFICATIONS FOR CONSTRUCTION.
B r' ) rl ) RECOMMENDED b RECOMMENDED
6.00 % ~— 2007 | 200 % — 4. HORIZONTAL CURVATURE - THE FOLLOWING WILL APPLY:
OVERRAEEL i5/ § SUBBASE OF GRAVEL
M;D_é?&\— 6" SAND OVER DESIGN MQA%&:M M?MM .
6 SAND OVER U SPEED | R (1) | A0 ) (1) BASED ON CROSS SLOPE = 6.0 %
| POLE S E— 80 £1 (2) BASED ON MAINTAINING NORMAL CROWN
Sk N | 25 TYPICAL - NON-CURBED SECTION WITH DITCH ' : SECTION THROUGHOUT CURVE :
s TTarTe ' I-1.5 30 MPH | 275 FT. | 300 FT. EFFECTIVE CROSS SLOPE = 2.0 %
35 MPH | 380 FT. | 460 FT. FOR OTHER SUPERELEVATION RATES, SEE
, 40 MPH 510 FT. 675 FT. CHAPTER 111 OF THE AASHTO A POLICY
¢ 45 MPH | 660 FT. | 945 FT. STREETS” FOR APPROPRIATE CURVE RADIL
SIDE  ROAD 50 MPH | 835 FT. | 1280 FT.
= wlz ! 5/ DEPRESSION
| O = O = by { 90|’~0” MIN. VERTICAL ¢ '
e | ROAD GRADE RADILS ) HIGEWAY 5. GRADIENT OF ROADS - 107 MAXIMUM GRADE SUGGESTED, ALTHOUGH GRADES UP TO
5|2 SE (10% MAXIMUM FOR AT SOk O 16 % MAY BE ALLOWED IN MOUNTAINOUS TERRAIN.
. L = : LEAST 12 FEET FROM PVD) 2'-0" EDGE OF
; ! MIN. TRAVELEDWAY 6. GUARD RAIL - PROVIDE GUARD RAIL WITH TREATED WOOD OR STEEL POSTS, OF A DESIGN
: ! LEVEL IN ACCORDANCE WITH VAOT STANDARD SPECIFICATIONS FOR CONSTRUCTION, THE AASHTO
: = & TS ROADSIDE DESIGN GUIDE, AND VAOT STANDARD DRAWINGS. GENERALLY, WHERE SLOPES
| ' g ARE 1:3 OR STEEPER, AND THE HEIGHT OF DROPOFF AT EDGE OF SHOULDER EXCEEDS 5,
! L CULVERT, IF NEEDED GUARD RAIL SHOULD BE INSTALLED. ALSO, WHERE SLOPES ARE 123 OR FLATTER, GUARD
RAIL MAY NOT BE NEEDED IF THE AREA AT THE BOTTOM OF THE SLOPE IS FREE OF
. THE LOCAL VAOT DIST
PROFILE OF INTERSECTION ( CUT SECTION ) ggﬁigigo FgRLASSBTANCE DISTRICT TRANSPORTATION ADMINISTRATOR MAY BE
SHOWING 5’ DEPRESSION
COLVERT e T BiTcH T 7. PAVING - ROADS WITH GRADES EXCEEDING 7% SHOULD BE PAVED UNLESS WAIVED BY
\‘ “““““““““““““““ ¢ THE LOCAL GOVERNING BODY. FOR TRAFFIC VOLUMES GREATER THAN, OR EQUAL TO, 250
EDGE OF SHOULDER | CDGE OF | HIGHWAY VEHICLES PER DAY, OR WHERE HEAVY TRUCKS ARE COMMON, A PAVEMENT DESIGN SHOULD
EDGE OF TRAVELED WAY EDGE OF TRAVELED WAY ;‘ 20'-0"" SHOULDER o o BE PERFORMED TO DETERMINE APPROPRIATE THICKNESSES OF SUBBASE AND PAVEMENT.
- ” TRAVELEDWAY - |
4 MAX. GRADE (-0.03 ) 8. TRAVELED WAY AND SHOULDER WIDTHS - WIDTHS SHOWN ON THIS STANDARD ARE
CRADE. (0% MAX.) e FOR LOW SPEED/LOW TRAFFIC VOLUME CONDITIONS. FOR ADDITIONAL GUIDANCE IN
€ THROUGH ROAD W e THE DESIGN OF LOCAL ROADS AND STREETS, SEE THE LATEST EDITION OF AASHTO'S
T B R AL o PUBLICATION /A POLICY ON GEOMETRIC DESIGN OF HIGHWAYS AND STREETS”, OR
PROVIDE DROP INLETS 'ON EACH SIDE OF SIDE ROAD AT INTERSECTION AS KECESSARY 1 RDT THEAONT STATE STATOROS
' PROFILE OF INTERSECTION (FILL SECTION ) 9. UTILITY LINE LOCATION TO CONFORM TO LOCAL REQUIREMENTS.
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